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7.0 SIDEWALKS / PATHWAYS 

7.1  Design 

 
All roadway construction methods and materials shall conform to the City of 
Winnipeg Standard Construction methods, most recent edition, with and 
exceptions being specifically outlined herein. 
 
Sidewalks shall be required where specified by Council. 

 
As required by Council, sidewalks shall be constructed with concrete.  Sidewalks 
shall be 1.5 metres wide and have a minimum crossfall of 2% toward the 
roadway.  Any silty or otherwise unsuitable subgrade material shall be excavated 
and removed, and then replaced with suitable compacted subbase. 
 
Concrete sidewalks shall consist of 100 mm thick concrete over 150 mm of 
compacted base course.  Geotextile is to be placed on the subgrade, and shall
be 300mm wider than the concrete.  A 5 mm wide, and 35 mm deep transverse
joint shall be provided every 1.5 metres.  A 15 mm wide asphalt impregnated 
fiberboard filled joint shall be provided where sidewalks abut roadways or 
driveways.  Where concrete sidewalks cross driveway accesses, the concrete 
shall be a minimum of 150 mm thick and be reinforced with 15M rebar at 400 mm 
o/c, both ways.  

 
 

Pathways, where specified or approved by Council, shall have either a granular 
or asphalt surface.  Typical dimensions and structure are indicated on Drawing 
G12. 
 

 




